Introduction and Executive Summary
The Groundwater Ambient Monitoring and Assessment (GAMA) Program is a comprehensive groundwater quality monitoring program managed by the California State Water Resources Control Board (SWRCB). The goals of the GAMA Domestic Well Project are to provide specific information on water quality to domestic well owners, to provide a public outreach component to aid the public in understanding water quality issues affecting domestic water wells, and to help assess California groundwater quality and identify issues that may impact private domestic well water. The State Water Board works with local county agencies and Regional Water Boards to arrange sampling, which is voluntary and at no cost to the well owner. Results are shared with the well owners and used by GAMA to evaluate the quality of groundwater used by private well owners, which is largely unknown in the State of California. Lawrence Livermore National Laboratory performs specialized analyses of domestic well groundwater for the SWRCB.
In 2006, the Domestic Well Project sampled wells in Tulare County. LLNL analyzed 151 of the 181 domestic well water samples collected by the SWRCB for stable isotopes of oxygen and hydrogen in water; and analyzed 29 samples for stable isotopes of nitrogen and oxygen in dissolved nitrate. These isotopic data constrain the source of water recharging the groundwater produced by the domestic wells in this survey, and help to constrain the source of nitrate in these groundwaters.
For the purpose of discussion, wells with ground surface elevations below 400 feet are referred to as "valley" wells, and wells with ground surface elevations above 400 feet are referred to as "foothill" wells. The water isotopic evidence shows that domestic wells in the foothills (with elevations above 400 feet) receive recharge derived from local precipitation that has experienced some evaporation. In contrast, valley domestic wells below 400 feet surface elevation draw on groundwater heavily impacted by irrigation with Kings and Kaweah River water, as indicated by water isotopic composition. This finding is consistent with both the long and heavy usage of Kings River water for irrigation in this area, and with the assumed shallow depth of these domestic wells. Nitrate associated with these waters is presumably associated with the same source (chemical or organic fertilizer in irrigation water) or is mobilized by irrigation (septic effluent or soil nitrogen compounds).
Foothill and valley domestic wells in Tulare County differ in dissolved nitrate concentration (SWRCB, 2010) . In general, foothill wells have low nitrate concentrations, while valley wells have moderate to high nitrate concentrations. Nitrate concentrations in the most polluted wells are sufficiently high to preclude a significant contribution from soil or atmospheric sources. Such sources cannot be precluded in wells with nitrate concentrations below the regulatory drinking water limit, however the data set does not include enough samples near typical background concentration levels to assess the isotopic characteristics of natural nitrate sources in this area.
Nitrate isotopic compositions indicate a dairy manure or septic effluent source for the majority of the most heavily impacted wells, with the exception of one well with high nitrate concentration and an isotopic composition indicative of a synthetic fertilizer source. For less heavily impacted wells, the sparse nitrate isotopic data alone does not definitively constrain the nitrate source. The observed pattern could be produced by a single source (natural soil N) or by mixing between multiple sources (fertilizer, manure, septic). An analysis of land use and the distribution of potential nitrate sources would be extremely useful.
A preliminary investigation of the correlation between land use and nitrate isotopic composition was conducted (see Appendix "GAMA Domestic Well Project -Tulare County. Nitrate Source Attribution: The Isotopic Evidence"). The sparse nitrate isotopic data set, and the cursory approach to assigning land use limit conclusions, but patterns observed are suggestive of multiple anthropogenic sources, including dairy wastewater, septic effluent and synthetic fertilizer.
Significant findings of the study are listed below:
• Nitrate isotopic composition appears to vary with land use ─ Dairy, agricultural/residential, and wild-land sites are isotopically distinct ─ Dairy site nitrate-N isotopic data are isotopically consistent with a manure source ─ Nitrate-O isotopic data are isotopically consistent with local nitrification of ammonium (from manure, septic effluent, or synthetic ammonium fertilizer) • The isotopic evidence is consistent with more than one nitrate source ─ Domestic wells located close to dairies frequently have a different nitrate isotopic composition than wells not close to dairies in similar hydrogeologic settings. ─ The isotopic compositions measured are consistent with the suspected sources of nitrate to these wells (soil, fertilizer, manure, septic or community wastewater). ─ High concentrations of nitrate occur in all developed land use categories.
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Sampling Protocols and Analytical Methods

SAMPLE HANDLING
Sampling and handling requirements, including hold times, are listed in Table 1 . Groundwater samples for the project were collected by State Water Resources Control Board. Samples for specialized analyses were collected following guidance provided by LLNL. When possible, wells were purged by pumping at least three (3) well casing volumes were pumped prior to collecting the water sample. Samples collected for determination of nitrate and water stable isotope composition do not require filtering.
Stable isotopes of water:
A 30-mL glass bottle (clear, French-square type) with Qorpak™ polyseal-lined cap is triple rinsed with water directly from the sampling port, then filled just below the threads on the bottle. Filtering, preservatives and/or refrigeration are not required, but the cap should be tightly closed. Samples may be shipped at room temperature or in a cooler with ice, and are stored at room temperature.
Stable isotopes of nitrate:
Either a 50-mL polyethylene centrifuge tube or a small (60-mL or 125-mL) HDPE bottle is triple rinsed with water directly from the sampling port, then filled with approximately 40-mL of sample water leaving sufficient head space to accommodate freezing.
Shipping and preservation:
During field sampling, samples were shipped to LLNL by next-day service within three days of collection. Upon arrival at LLNL, samples were logged with both the supplied GAMA Domestic Wells Project ID and with a unique LLNL ID and preserved appropriately. Water Board staff also supplied LLNL with nitrate concentration data for collected samples to allow appropriate aliquoting for nitrate isotopic composition analysis. For samples collected for nitrate isotopic composition determination, a small aliquot was taken for confirmation of nitrate concentration by ion chromatography as necessary and the remainder of the sample was frozen. Samples collected for determination of water isotopic composition were stored at room temperature with a tightly sealed cap. 
ANALYTICAL METHOD-STABLE ISOTOPES OF NITRATE
The isotopic composition of dissolved nitrate (δ 15 N and δ
18
O) is determined on water samples filtered through 0.2 m syringe filters (0.45 m filters may be used for pre-filtering sedimentladen water). The samples are stored frozen in pre-cleaned, HDPE bottles. Samples are analyzed using an automated version of a new microbial denitrifier method (Casciotti et al., 2002; Sigman et al., 2001) . In this method, a strain of denitrifying bacteria is used to reduce dissolved nitrate in water samples to N 2 O gas that can be analyzed for N and O isotopic composition on the MicroMass IsoPrime IRMS. Dr. Mike Singleton, the Stable Isotope Mass Spectrometry Laboratory Manager, has implemented this method at the Center for Isotope Geochemistry at Lawrence Berkeley National Laboratory (LBNL) and in the Chemical Sciences Division at LLNL. He has safely carried out hundreds of successful analyses over a period of four years. The original method has been adapted to decrease the time required for culture preparation and sample processing. 
DATA QUALITY OBJECTIVES AND QUALITY CONTROL
Data Objectives: Minimum acceptable measurement quality objectives (MQOs) for analytical techniques used in this project are summarized in Table 2 . The MQOs for isotopic analyses reflect "accepted methods" for publication in high-quality scientific journals. Whenever possible, the methods with greater sensitivity and lowest detection limit will be employed as the primary method. Methods with lesser sensitivity and higher detection limits will be used for samples known to contain high concentrations of analytes, field confirmations, or as back-up methods in the case that the primary methods are not available or functioning properly for a particular sampling event. Analyses that do not meet minimum acceptable data quality objectives will be re-run when sample is available. When sample is not available, such data will not be reported or will be reported and flagged.
Precision and Accuracy: Precision (e.g., the reproducibility among replicate samples) will be determined by analysis of duplicate samples, laboratory control standards and matrix spikes as appropriate for each method. Precision is determined as the standard deviation of measurements divided by the mean and multiplied by 100. Precision measurements will be determined on both field and laboratory replicates).
Accuracy (e.g., how close the measurement is to the true value) will be measured on one or more quality control check standards (QCCS) prepared exactly as the calibration standards. The QCCS is analyzed after the calibration standards. The QCCS should be within 10% of the actual concentration or problems will be resolved and samples re-analyzed. For some methods, accuracy cannot be rigorously determined because there are no absolute external standards available.
Quality Control: Quality control samples will be analyzed to ensure valid data are collected. Field duplicates are collected and analyzed for at least every 20th sample. The precision of duplicates and splits are used to help identify sampling handling and preparation problems. All samples that fall outside the expected range for the sample type, location, and collection time are assessed for proper size and instrument function. The expected ranges are dependent on many factors and cannot easily be defined. Expected ranges are therefore determined on a case by case basis, initially by the analyst and finally by the PI in charge of data interpretation. Samples are re-analyzed as necessary to achieve the desired precision.
Instrument behavior is assessed by analysis of working standards as described in the individual SOPs for the various analysis types. Instruments are regularly tested for stability and linearity as described in Section 15 below. LLNL laboratories routinely participate in international calibration exercises to ensure the precision and accuracy of data reported. All instruments are regularly calibrated using NIST or IAEA standard reference materials with internationallyagreed-upon values. When in-run reference standards do not meet precision or accuracy criteria, samples from the same run will be re-analyzed. Records of instrument performance will be maintained indefinitely. All laboratories use Good Laboratory Practices (GLP), and routine analyses follow SOPs. Table 3 . Sample name are of the form "TUL nnnn". Samples with nnnn less than 1000 are labeled to as either "TUL nnn" or "TUL 0nnn" or "TULnnnn". These three forms are equivalent, e.g. TUL 979, TUL 0979, and TUL0979 all refer to the same sample. H analyses agreed to 2‰ or better with the exception of three samples which agreed to within 4‰. The agreement between the original and duplicate water isotopic composition determinations is shown in Figure 1 . Figure 1. Plot of field duplicate water isotopic composition measurement against sample water isotopic composition measurements.
Discussion and Interpretation
ANALYSES
The spatial distribution of sampling for nitrate concentration, isotopic composition of water and isotopic composition of nitrate is shown in Figure 2 .
Approximately 204 samples (including duplicates) were collected from domestic wells in Tulare County for the State Water Board GAMA Domestic Wells Project. These wells had NO 3 concentrations ranging from 0.8 to 240 mg/L as NO 3 . The highest nitrate concentrations were observed from wells located in the valley and along the margin of the foothills. Above 1000 ft elevation, only two samples had nitrate concentrations above the MCL.
A majority (151) 
ISOTOPIC COMPOSITION OF WATER
A total of 151 samples were analyzed for O and H isotope compositions of water from the Tulare County Private Domestic Well study area. A large range in both  Typically for stable isotopes of water, there is a correlated decrease in the isotopic composition of precipitation with increasing elevation. In the Sierra, this correlation has been observed to be approximately -2.3‰ in 
18
O-H 2 O per kilometer of elevation (Figure 4 ; Rose et al., 1996) . This general pattern is observed in GAMA Private Domestic Well study results from El Dorado County, where lighter signatures (more negative  This apparent discrepancy is caused by extensive use of imported water from the Kings and Kaweah Rivers, which are fed from the upper Sierra. This water is used for irrigation, and recharges the shallow aquifer. Coplen and Kendall (2000) (Figures 4 and 5) indicate that these wells tap groundwater that is a mix of irrigation return water and locally derived precipitation. The extent of King's river water present in parts of the Tulare County valley groundwater system may be up to 100 percent.
The excess irrigation water has not experienced significant evaporation, despite the fact that it is applied mainly during summer months. Infiltration must take place relatively quickly after application. Evidence for lack of evaporative effects on these isotopically light samples comes from a plot of  O values greater than -9‰ are found on the eastern side of the study area, primarily in the foothills (Figures 4 and 5) . These areas are not surrounded by irrigated agricultural fields, and irrigation return flow is not a likely source of significant recharge. Rather, 
O results from wells in the eastern portion of the study area suggest that local precipitation is the main source of recharge and that evaporation prior to recharge affects some wells. The 
O value for precipitation in the Tulare County valley area is predicted to be approximately -7.5‰ to -8‰. A pattern of decreasing 
O with increasing elevation within the foothill samples is evident in Figure 3 . This is further evidence that recharge to wells in the foothill area is mainly from locally derived precipitation.
ISOTOPIC COMPOSITION OF NITRATE
The nitrate N and O isotope data set consists of 29 distinct samples (plus two duplicates), and is small relative to the total set of samples collected (n=203 including 22 duplicates). Of the samples analyzed for N and O isotope compositions, only two samples are from wells above 800 ft elevation (Figure 6 ). Most samples are collected from the valley and the margins of the foothills (Figures 7 and 8) . We have delineated the sample set into two groups based on elevation (Figures 6): the valley wells (<400 ft. MSL) and the foothills and margins of the foothills (>400 ft. MSL). In general, these two areas are distinct in both hydrogeology and land use. The valley wells are located in the thick alluvial fan deposits, while the margin/foothills wells are more likely to overly a thinner sequence of alluvium and bedrock. Dairy operations, orchards and row crops are densely distributed at the valley elevations, while the margins and upper foothills are commonly planted with orchards. Most of Tulare County's population (which can be used as a proxy for septic effluent sources of nitrate) is located below 400 feet. 
18
O-H 2 O in the Sierra (Rose et al., 1996) . The observed range of Kings River water is shown based on data from Coplen and Kendall (2000) . (Figure 6 and 7) . The isotopic composition of nitrate in TUL 0979 is generally consistent with containing a component of nitrate or mixed nitrate/ammonium synthetic fertilizer (Figure 9 ). Nitrate in TUL 0928 also has an isotopic composition consistent with synthetic nitrate, but its nitrate concentration is low (1.6 mg/L-NO 3 ).
In general, the oxygen isotope composition of nitrate ( 18 O-NO 3 ) produced by nitrification of ammonium is correlated with the oxygen isotope composition of local water ( 18 O-H 2 O). This correlation is due to incorporation of local water and atmospheric oxygen, typically in a 2:1 ratio, during production of nitrate from ammonium from either synthetic ammonium fertilizer or animal/human waste. The relation of oxygen isotope compositions in nitrate and water for Tulare County domestic wells is shown in Figure 10 
SIGNIFICANT FINDINGS
 In general, higher domestic well water nitrate concentrations are found in valley wells below 400 feet surface elevation.  Domestic wells below 400 feet surface elevation draw on groundwater heavily impacted by irrigation with Kings and Kaweah River water, as indicated by water isotopic composition. This finding is consistent with both the long and heavy usage of Kings River water for irrigation in this area, and with the assumed shallow depth of these domestic wells. Nitrate associated with these waters is presumably associated with the same source (chemical or organic fertilizer in irrigation water) or is mobilized by irrigation (septic effluent or soil nitrogen).  Domestic wells in the foothills (with elevations above 400 feet) receive recharge derived from local precipitation that has experienced some evaporation.  Nitrate concentrations in the most polluted wells are sufficiently high to preclude a significant contribution from soil or atmospheric sources. Such sources cannot be precluded in wells with nitrate concentrations below the regulatory drinking water limit, however the data set does not include enough samples near typical background concentration levels to assess the isotopic characteristics of natural nitrate sources in this area.  Nitrate isotopic compositions indicate a dairy manure or septic effluent source for the majority of the most heavily impacted wells, with the exception of one well with high nitrate concentration and an isotopic composition indicative of a synthetic fertilizer source. An analysis of land use and the distribution of potential nitrate sources would be extremely useful.
A preliminary investigation of the correlation between land use and nitrate isotopic composition was conducted (see Appendix "GAMA Domestic Well Project -Tulare County. Nitrate Source Attribution: The Isotopic Evidence"). The sparse nitrate isotopic data set is under-represented by domestic wells with no potential anthropogenic sources within 500 m of the well, and the method used to assign land use is cursory. Patterns observed, however, are consistent with multiple anthropogenic sources, including dairy wastewater, septic effluent and synthetic fertilizer.
• Nitrate isotopic composition does appear to vary with land use ─ Dairy, agricultural/residential, and wild-land sites are isotopically distinct ─ Dairy site nitrate-N isotopic data are isotopically consistent with a manure source ─ Nitrate-O isotopic data are isotopically consistent with local nitrification of ammonium (from manure, septic effluent, or synthetic ammonium fertilizer) • The isotopic evidence is consistent with more than one nitrate source ─ Domestic wells located close to dairies do have a different nitrate isotopic composition than wells not close to dairies in similar hydrogeologic settings. ─ The isotopic compositions measured are consistent with the suspected sources of nitrate to these wells (soil, fertilizer, manure, septic or community wastewater). ─ High concentrations of nitrate occur in all developed land use categories.
